Pressure Switches Inc.

23400 Hwy. 435, Abita Springs, LA 70420
TOLL FREE: 1-800-259-6874 LOCAL: (985) 893-0909
FAX: (985) 893-0807 WEB: www.pressureswitches.com

PRODUCT SELECTION INFORMATION: It is the responsibility of the buyer/user to
determine the suitability of the PSI pressure switch or model for any particular application. The
information shown on the literature and this "Definitions & Terminology" are offered as a guide
to assist in understanding and making the appropriate selection. All sensors must be selected
considering the media compatibility with the wetted materials, the adjustable range, set point
consideration and electrical requirements plus applicable ambient operational conditions. PSI
does not guaranty, assumes no liability to the buyer/user application and/or use of the
pressure sensing device.

Improper application can be harmful to the switch, causing failure and possible injury or
property damage. All use and installation must be in accordance with provisions of the
National Electrical Code, and all applicable ASME codes, federal, state or local regulations
and safety codes, and other applicable standards for mandated safety devices, which must be
utilized independent of this switch, to provide safety protection. Installation or use not in
accordance with these codes and standards could be hazardous to personnel and equipment.

A pressure switch being an electromechanical sensing device has parts which are subject

to possible failure. A pressure switch is not a safety device. PSI is not responsible for loss
or injury with other devices if used to function as a safety device.

Install unit where shock, vibration and ambient temperature fluctuations will not damage
unit or affect operation. Normally the pressure switch can be mounted in any position.
However, the unit should be installed so that moisture does not enter the enclosure
through the conduit (tube). Applicable N.E.C. codes must be used with appropriate
explosionproof sealing fitting when installing Series 6 switches.

LIMITED WARRANTY OF PRODUCT: PSI warrants that the product purchased is, upon
delivery, free from defects or from faulty material or workmanship. It will be repaired or replace
by PSI within a period of time not to exceed 12 months from date of deliver to the buyer
provided that an examination by the seller discloses that the defect is covered by this
warranty. Any replacement or repair shall be done at PSI, Abita Springs, Louisiana. PSI must
be notified prior to the return and shall be returned charges prepaid. This warranty applies
only to that equipment found defective. PSI in no event shall be responsible for any damages,
i.e., any damages direct, proximate, or consequential, caused by the buyers use. Sellers
liability is specifically limited to free replacement or refund of the purchase price at PSl's
option. Except for the limited warranty of repair or replacement stated above, PSI disclaims all
warranties of merchantability or fitness of the goods for any purpose. There are no warranties
which extend beyond the description on the face hereof. furthermore no employee or agents
have any authority to, and are forbidden to make any express or implied warranties, other than
those listed.
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